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ET0117
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DOCUMENT DATE
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PRODUCT OVERVIEW

PRODUCT 90 Degree Elbow

SUPPLIER Waverley Plastics, Zimbabwe

APPLICATION Changing tape direction through 90°

16 mm
NOMINAL TAPE SIZE

FITTING REFERENCE SPECIFICATIONS

SUPPLIER MODEL ET0117

CATALOGUE SIZE De17

CONNECTIONS Two tape-lock ends at 90°

BODY MATERIAL Polypropylene (PP), family specification

TAPE WALL THICKNESS Up to 0.5 mm, Waverley nut-joint range

Nominal 16 mm tape range; De17 is a supplier designation, not a measured outside diameter.

SUPPLIED CONFIGURATION

Turns the tape run through 90°. ET0117 has two
tape-lock ends. It is an elbow, with no male pipe-thread
connection specified.

INSTALLATION CHECK

Confirm tape fit and the assembled-system pressure 
limit before use. 

Maximum Pressure Rating 3 BAR

SOURCE AND REVISION

official model table - dated; checked 05 October 2026
Waverley Plastics drip-fitting family specifications - dated; checked 05 October 

2026  manufacturer catalogue, PDF page 23 

DISCLAIMER

Supplier reference only. Model selection is supported by Waverley Plastics records; this sheet does not certify the delivered unit or its pressure rating. 
Confirm suitability before installation.
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https://plentirain.en.made-in-china.com/product/rAQUPmaxmOhB/China-16mm-Irrigation-Drip-Tape-Connector-Lock-Nut-Fittings-Garden-Watering-Pipe-Joints.html
https://waverleyplastics.com/drip-tape-and-fittings/
https://d3pcsg2wjq9izr.cloudfront.net/files/112911/download/1014096/112911_19_20210204061256595703.pdf

